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Spread Eagle Leg Spreader 

Installation Manual 

There are 2 options. Either option can be fitted to any rotary platform. 

Stainless Steel.  Part number: SE001/SS  

 

 

 

 

 

 

 

 

 

                                               

Moulded Plastic   Part number: SE001               

 

  

 

 

 

 



 

Locating the Spread Eagle on the platform 
• Mark a line down the centre of any given stall. 

• Place the centre of the Spread Eagle on the marked line. 

• For straight stalls position the Spread Eagle 3 inches from the outer edge of 

the platform.  

• For angled stalls place the closest corner of the Spread Eagle 3 inches from 

the outer edge of the platform. 

Refer to drawing for the location of the Spread Eagle. A simple jig to repeat this position in 

all stalls will speed up this process.      

 

 

 

 

 

 

                                                                                      

 

 Figure 2 

Figure 1 



 

Fixing Spread Eagles to the platform 

• Stainless Spread Eagles on Concrete platforms. 
• Locate Spread Eagle in the stall. See Appendix A for angled stalls and 

Appendix B for straight stalls.  

• Drill 5/16 holes into concrete 3 inches deep. 

• Use 5/16 masonry anchors each end. 

(Two per leg spreader) 

• Stainless Spread Eagles on Rubber Mats. 
• Locate Spread Eagle, drill 5/16 hole through mat. 

• Fit supplied 8mm Button head bolts with penny washers through the mat 

from the underside.  

• Place Spread Eagle over the bolts and fit the Nyloc nuts supplied. 

(FIX037 - M8x40 Button Head SS, FIX042 - Penny Washer 8mm, FIX015 - Nyloc 

Nut M8. 2 of each per leg spreader) 

• Plastic Spread Eagles on Concrete platforms. 
• Locate Spread Eagle on the platform and drill 2 x 6mm holes either end into 

the concrete. 

• Use anchors supplied and fasten each end. 

• Drill 4 x 6mm holes through the existing holes on each side of the Spread 

Eagle into the concrete. 

• Use anchors supplied to fasten each side. 

(SE005 - 6mm x 40mm Tappet. Six per leg spreader) 

• Plastic Spread Eagles on mats. 
• Locate SE Spacer plate SE006 (see figure 3) on mat and drill through the 4 pre 

drilled holes in the spacer into and through the mat. 

• Using supplied 8mm bolts fasten the spacer plate to the mat. 

• Place Spread Eagle on top of the spacer using the self-tapping screws and 

washers supplied fasten each end of the Spread Eagle. 

• Fit 2 x screws in each side. 6 screws in total. 

(FIX037 - M8x40 Button Head SS, FIX042 – Penny Washer 8mm, FIX015 – 

Nyloc Nut M8, Four of each per spacer plate. FIX052 – Self Tapper SS. Six of 

each per leg spreader) 

Note: Do not over tighten self-tappers.  

 

 

 



 

• Plastic Spread Eagles on Steel platforms 
• Locate SE Spacer plate SE006 and drill through the 4 pre drilled holes in the 

spacer through the steel surface of the platform. 

• Using supplied 8mm bolts fasten the spacer plate to the mat. 

• Place Spread Eagle on top of the spacer using the self-tapping screws and 

washers supplied fasten each end of the Spread Eagle. 

• Fit 2 x screws in each side. 6 screws in total. 

(FIX037 - M8x40 Button Head SS, FIX042 – Penny Washer 8mm, FIX015 – 

Nyloc Nut M8, Four of each per spacer plate. FIX038 – Self Tapper SS. Six of 

each per leg spreader) 

Note: Do not over tighten self-tappers.  

 

•       Spread Eagle Spacer plate SE006 

 

 
 



 

• Removable Spread Eagles on Concrete platforms 
• Locate Spread Eagle in the stall. See Appendix A for angled stalls and 

Appendix B for straight stalls.  

• Mark the concrete surface through the holes at each end of the Spread Eagle. 

• Drill 2 x M16/ 5/8” holes in the concrete. 

• Insert a Pin Anchor (FIX036) in each hole. 

• Drill out the holes at each end of the Spreadeagle to 10mm diameter. 

• Place Spreadeagle in position, insert a Pin (FIX035) at each end. 

 

The Pin Anchor FIX036 and Pin FIX035 combine to make part number SE008 

 

 
Pin Anchor and Pin – Part number SE008 

 

 

 
 

Plastic Spread Eagle Legspreader – Part number SE001 

 

 

Drill these holes to 10mm 



 

APPENDIX A – LEG SPREADER INSTALLATION ARRANGEMENT (ANGLED) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

APPENDIX B – LEG SPREADER INSTALLATION ARRANGEMENT (STRAIGHT) 
 


